
Braided Copper Straps,

Flat Rolled

Technology with
better cost / benefit !



Braided

Braided Copper Straps, Flat Rolled
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CCTR1/23012,70 1,500,50 0,20 24 8 0,254 30 9,79 0,088

CCTR5/83015,90 1,501,00 0,20 24 10 0,254 30 12,24 0,110

CCTR3/43019,00 1,601,00 0,30 36 8 0,254 30 14,68 0,132

CCTR7/83022,00 1,701,00 0,30 36 10 0,254 30 18,36 0,165

CCTR13025,40 2,001,00 0,30 36 14 0,254 30 25,70 0,231

CCTR1.1/43032,00 2,501,00 0,50 21 0,254 30 38,00 0,34736

CCTR1.3/83036,00 3,001,00 0,50 25 0,254 30 45,00 0,41436

CCTR1.1/23038,00 3,002,00 1,00 28 0,254 30 50,00 0,46336

CCTR1.3/43044,00 4,002,00 1,00 39 0,254 30 70,00 0,64536

CCTR230A50,00 3,002,00 1,00 42 0,254 30 102,00 0,92748

CCTR230B50,00 8,002,00 1,00 61 0,254 30 150,00 1,34648

CCTR230C50,00 10,002,00 1,00 42 0,254 30 205,00 1,8542x48

64,00 1,00 1,006,00 48 66 30 161,000,254 1,562

76,00 1,00 1,006,00 48 78 30 190,00 1,8450,254

89,00 2,00 2,006,00 48 92 30 225,00 2,1770,254

100,00 2,00 2,006,00 48 103 30 252,00 2,4370,254

4.1/2 115,00 2,00 2,007,00 48 115 30 280,00 2,7210,254

5 125,00 3,00 2,008,00 2x48 64 30 313,00 3,0280,254

2 CCTR23250,00 6,002,00 1,00 80 0,203 32 122,00 1,11348

CCTR2.1/230

CCTR3.1/230

CCTR4.1/230

CCTR330

CCTR430

CCTR530

Characteristic

• High Flexibility;

• Satisfactory electric Conductivity;

• Constant interlacement and
well distributed.

Construction

• They can be produced in:
Copper, Tinned Copper
Aluminum or Stainless Steel;

• We produce braided as your
own specification.

• Standard Indel Bauru;

Nominal
Dimension

Inches

Width
(mm)

Dimension DimensionTol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Aprox.
Weight

kg/m

CodeSpecification

Fuses Wires mm AWG

Bitole

In case that you it needs one braided with your specification, in it informs the data to them that follow below:

Nominal
Dimension

Inches

Width
(mm)

Dim. Dim.Tol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Specification

Fuses Wires mm AWG

Bitole

Observation: The braided, cited above, are considered Indel Bauru product line. We also can produce braided as your own specification.
Please consult us previously.

w w w . i n d e l b a u r u . c o m



Braided
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CCTR1/23612,701/2 2,000,50 0,20 36 24 0,127 36 10,97 0,112

CCTR5/83615,905/8 2,001,00 0,20 24 43 0,127 36 13,10 0,131

0,187

CCTR7/83622,007/8 1,701,00 0,30 36 45 0,127 36 20,57 0,210

CCTR13625,401 2,001,00 0,30 36 55 0,127 36 25,14 0,257

Braided Copper Straps, Flat Rolled
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CCTR1.1/43632,001.1/4 2,501,00 0,50 84 0,127 36 38,00 0,39336

CCTR1.3/83636,001.3/8 3,001,00 0,50 100 0,127 36 45,00 0,46836

CCTR1.1/23638,001.1/2 3,002,00 1,00 112 0,127 36 50,00 0,52436

CCTR1.3/436

CCTR3.1/236

CCTR4.1/236

CCTR2.1/236

44,001.3/4 4,002,00 1,00 155 0,127 36 70,00 0,70536

CCTR236A53,002 3,002,00 1,00 122 0,127 36 74,00 0,76148

CCTR236B

CCTR336

CCTR436

CCTR536

50,002 3,002,00 1,00 140 0,127 36 85,00 0,87348

64,002.1/2 6,001,00 1,00 48 264 0,127 36 160,00 1,558

76,003 6,001,00 1,00 48 312 0,127 36 190,00 1,842

89,003.1/2 6,002,00 2,00 48 370 0,127 36 225,00 2,184

100,004 6,002,00 2,00 48 412 0,127 36 251,00 2,432

115,004.1/2 7,002,00 2,00 48 460 0,127 36 280,00 2,715

125,005 8,003,00 2,00 48 510 0,127 36 310,00 3,011

Characteristic

• High Flexibility;

• Satisfactory electric Conductivity;

• Constant interlacement and
well distributed.

Construction

• They can be produced in:
Copper, Tinned Copper
Aluminum or Stainless Steel;

• We produce braided as your
own specification.

• Standard Indel Bauru;

Nominal
Dimension

Inches

Width
(mm)

Dimension DimensionTol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Aprox.
Weight

kg/m

CodeSpecification

Fuses Wires mm AWG

Bitole

In case that you it needs one braided with your specification, in it informs the data to them that follow below:

Nominal
Dimension

Inches

Width
(mm)

Dim. Dim.Tol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Specification

Fuses Wires mm AWG

Bitole

Observation: The braided, cited above, are considered Indel Bauru product line. We also can produce braided as your own specification.
Please consult us previously.

w w w . i n d e l b a u r u . c o m



Braided

CCTR1/23812,701/2 2,000,50 0,20 24 60 0,102 38 11,80

CCTR1/24012,701/2 2,000,50 0,20 24 100 0,080 40 12,00 0,108

0,102

CCTR5/84015,905/8 2,001,00 0,20 24 115 0,080 40 13,80 0,124

CCTR5/83815,905/8 2,001,00 0,20 24 70 0,102 38 13,77 0,119

CCTR3/44019,003/4 2,001,00 0,30 36 85 0,080 40 15,30 0,137

CCTR3/43819,003/4 1,801,00 0,30 36 52 0,102 38 15,35 0,133

CCTR7/84022,007/8 1,701,00 0,30 36 112 0,080 40 20,16 0,181

CCTR7/83836,007/8 1,701,00 0,30 36 70 0,102 38 20,66 0,179

CCTR14025,401 2,001,00 0,30 36 145 0,080 40 26,00 0,234

CCTR13825,401 2,001,00 0,30 36 88 0,102 38 25,97 0,225

Braided Copper Straps, Flat Rolled

E

L

CCTR1.1/44032,001.1/4 2,501,00 0,50 36 216 0,080 40 38,00 0,349

CCTR1.1/43832,001.1/4 2,501,00 0,50 132 0,102 38 38,00 0,33736

CCTR1.3/84036,001.3/8 3,001,00 0,50 250 0,080 40 45,00 0,40536

CCTR1.3/83836,001.3/8 3,001,00 0,50 154 0,102 38 45,00 0,39536

CCTR1.1/240

CCTR2.1/240

CCTR2.1/238

CCTR3.1/240

CCTR3.1/238

38,001.1/2 3,002,00 1,00 280 0,080 40 50,00 0,45336

CCTR1.1/23838,001.1/2 3,002,00 1,00 172 0,102 38 50,00 0,44036

CCTR1.3/44044,001.3/4 4,002,00 1,00 390 0,080 40 70,00 0,63136

CCTR1.3/43844,001.3/4 4,002,00 1,00 238 0,102 38 70,00 0,61036

CCTR238

CCTR338

CCTR340

CCTR440

CCTR438

50,002 3,002,00 1,00 260 0,102 38 102,00 0,88648

64,002.1/2 6,001,00 1,00 668 0,080 40 160,00 1,53948

64,002.1/2 6,001,00 1,00 408 0,102 38 160,00 1,50848

76,003 6,001,00 1,00 792 0,080 40 190,00 1,82548

76,003 6,001,00 1,00 484 0,102 38 190,00 1,78948

89,003.1/2 6,002,00 2,00 938 0,080 40 225,00 2,16148

89,003.1/2 6,002,00 2,00 572 0,102 38 225,00 2,11448

100,004 6,002,00 2,00 521 0,080 40 250,00 2,4002x48

100,004 6,002,00 2,00 635 0,102 38 250,00 2,34748

Characteristic

• High Flexibility;

• Satisfactory electric Conductivity;

• Constant interlacement and
well distributed.

Construction

• They can be produced in:
Copper, Tinned Copper
Aluminum or Stainless Steel;

• We produce braided as your
own specification.

• Standard Indel Bauru;

Nominal
Dimension

Inches

Width
(mm)

Dimension DimensionTol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Aprox.
Weight

kg/m

CodeSpecification

Fuses Wires mm AWG

Bitole

Observation: The braided, cited above, are considered Indel Bauru product line. We also can produce braided as your own specification.
Please consult us previously.

w w w . i n d e l b a u r u . c o m



Braided
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115,004.1/2 7,002,00 2,00 584 0,0,80 40 280,00 2,6912x48

115,004.1/2 7,002,00 2,00 712 0,102 38 280,00 2,63148

125,005 8,003,00 2,00 646 0,080 40 310,00 2,9772x48

125,005 8,003,00 2,00 788 0,102 38 310,00 2,91248

Braided Copper Straps, Flat Rolled

CCTR4.1/240

CCTR4.1/238

CCTR540

CCTR538

Characteristic

• High Flexibility;

• Satisfactory electric Conductivity;

• Constant interlacement and
well distributed.

Construction

• They can be produced in:
Copper, Tinned Copper
Aluminum or Stainless Steel;

• We produce braided as your
own specification.

• Standard Indel Bauru;

Nominal
Dimension

Inches

Width
(mm)

Dimension DimensionTol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Aprox.
Weight

kg/m

CodeSpecification

Fuses Wires mm AWG

Bitole

In case that you it needs one braided with your specification, in it informs the data to them that follow below:

Nominal
Dimension

Inches

Width
(mm)

Dim. Dim.Tol. (   ) Tol. (   )

Thickness
(mm)

Cross
Section

mm²

Specification

Fuses Wires mm AWG

Bitole

Observation: The braided, cited above, are considered Indel Bauru product line. We also can produce braided as your own specification.
Please consult us previously.
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